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Code Color PG thread size (DIN40430) D
(mm)

L
(mm)

L1
(mm) 

4596 Grey RAL 7035 PG 7 15 8 6
100/100

4596N Black RAL 9005 PG 7 15 8 6

4597 Grey RAL 7035 PG 9 19 9 6
100/100

4597N Black RAL 9005 PG 9 19 9 6

4598 Grey RAL 7035 PG 11 22 9 6
100/100

4598N Black RAL 9005 PG 11 22 9 6

4599 Grey RAL 7035 PG 13.5 25 9,5 6
100/100

4599N Black RAL 9005 PG 13.5 25 9,5 6

4600 Grey RAL 7035 PG 16 27 9,5 6
100/100

4600N Black RAL 9005 PG 16 27 9,5 6

4601 Grey RAL 7035 PG 21 33 11 8
100/100

4601N Black RAL 9005 PG 21 33 11 8

4602 Grey RAL 7035 PG 29 44 12 8
50/50

4602N Black RAL 9005 PG 29 44 12 8

4603 Grey RAL 7035 PG 36 55 15 10
25/25

4603N Black RAL 9005 PG 36 55 15 10

4604 Grey RAL 7035 PG 42 62 16 10
25/25

4604N Black RAL 9005 PG 42 62 16 10

4605 Grey RAL 7035 PG 48 69 16 12
25/25

4605N Black RAL 9005 PG 48 69 16 12

Specifications

80OPERATING TEMPERATURE FOR SHORT
PERIODS:

from -25 °C to +60 °C
polystireneMATERIAL:

OPERATING TEMPERATURE:

ASSEMBLY: tighten on a flat and smooth surface

ACCESSORIES FOR NYLON CABLE GLANDS: PG THREAD · IP56 · STOP-ENDSDescription:

Nylon cable glands - PG threadProduct family:

Item code: 4596, 4596N, 4597, 4597N, 4598, 4598N, 4599, 4599N, 4600, 4600N, 4601, 4601N, 4602, 4602N, 4603, 4603N, 4604,
4604N, 4605, 4605N
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